
                                Pickling Stainless Steel 
 
SIGGI Serie is a 100 % Danish developed product program, and the correct treatment of stainless 
steel surfaces.

Application Product Benefit

Dip pickling for oxidizing 
surfaces and surfaces,
which tolerates acids.

Siggi Badbejdse     
130 - 134 - 160
Used undiluted or diluted with water  
1:2 up to 1:4.

Removes rust effectively.

Poison certificate required.

Transparent, one-step 
spray pickling.

Siggi Sprøjtebejdser   
360 - 390
 
Apply with spray

1-24 hours before rinsing.

Poison certificate required.

Pickling paste for welding
seams on stainless and 
acid-resistant steel, but not 
copper alloys.

Siggi Bejdsepasta  
460 - 490 - 441	  

Apply with a special brush.

White color can be added. 

Poison certificate required.

Liquid passivator for  
finishing items

Siggi Passivator  560 

Apply with spray

Restores the protective membrane 
immediately.

Dip pickling remover for 
oxidizing surfaces and 
acid-resistant surfaces

Siggi Blue 
Giftfri badbejdse 
Used undiluted

Easy to use. 
A product for many different types 
of paint.

Not labeled toxic.

Liquid cleaner for remo-
ving rust and scales from 
iron and steel items

Rustfri Rens 2084
Acidic product
Used undiluted

Inhibitorer hindrer bejdseangreb på 
rene metaloverflader.  Efterfølgende
passivering med Teka Kor 20  
anbefales.

Cleaner and degreaser 
used where stainless steel 
surfaces must be cleaned.

Rustfri Rens 2090
Acidic productt
Uses undiluted or diluted with water på 
to 10% 

Does not attack the surface of the 
steel.

You have the items - PERS GROUP have the solutions


